
Vertical and horizontal
Fixing system

FITLOCK substitutes the old fixing methods like: nails,
adhesives, screws, that securely hold the part, but making
it difficult to remove the part once assembled.

FITLOCK is very easy to remove and to position it to allows
completion of multiple operations.

Practical
FITLOCK once
mounted, allows the
fitter to adapt the
position of the part,
thanks to an allowed
displacement of 4 mm.
in all directions without
loosing its capacity and
reliability.

FITLOCK, has a
holding force that
varies from 11 to 22
Kg. depending on the
model and its holding
power has been
demonstrated on
boats travelling at 
55 knots.

Safe

FITLOCK is a revolutionary patented system that not only allows a simple and very effective way
to fix walls and covering panels to the frame, but also allows precision adjustment of the position
of one part in relation to another during fitting. The system has been developed after many years
of experience in the nautical market where it is a must for the positioning of ceiling and side panels
and is largely used in the railway, automotive, motor home, exhibitions and building markets.

Innovative Easy to use



Sole distributor in the EC:

Material: acetalic
Fire resistance : self extinguishing
Colour: white
Size: 60 mm diameter
Traction force: 22 kg

Material:     nylon
Fire resistance: //
Colour: grey
Size: 60 mm diameter
Traction force: 11 kg

FITLOCK is part of a complete range of 
accessories for assembly amongst which
it is possible to select the most effective
method for your assembly requirements.

In the picture below, some applications of FITLOCK in the precise joining of panels are clearly highligthed.

Technical
characteristics
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The information provided in this document are given in good faith and E. Mascherpa S.p.A. is convinced that it is accurate.  However, since the method and the use of the products
by our customers are beyond our control, this information must not be used to substitute tests performed by the customers themselves, in order to ascertain that the product we
supplied are suitable, effective and reliable in respect to their foreseen use. The information here with contained must not be considered, for any reason at all, as a clear or implied
guarantee of suitability for a specific scope. E. Mascherpa S.p.A. decline any responsibility for accidental or consequential damages.
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